
 
“Smart & Safe Access 

from COVID-19 concerns”

Non-contact temperature measurement
& face recognition for access control system

www.ahatouch.com

 
Height adjustable stand available 
in Q1, 2021
 



AHA Smart Pass ASP-2000 

installing at the entrance, 

Non-contact temperature measurement& face recognition for access control system 

Non-contact AI 
As wearing a mask becomes more common due to COVID-19, 
it is a state-of-the-art AI based face recognition and temperature 
measurement access control system that accurately recognizes people, 
thanks to deep learning technologies, even though they cover half of their
faces with mask or wear glasses & mask at the same time

 

Why AHA Smart Pass Superior?

Korean Medical Device Certification (from Ministry of Food & Drug Safety)
                   Highly accurate performance of temperature measurement (± 0.2℃ at 34℃ ~ 42℃)
                   The first medical device (one & only) certified that measures body temperature at a 
                   distance of 300 mm (11.8 inches)

US FDA Registration (registration number 3013510444)

AHA Smart Pass Alarm & Management System Software
                  Check and manage callback data on server (PC) coming from all Smart Pass at real-time
                  Receive ALARM notice as warning signal on server(PC) when a person with high  
                  temperature comes in
                  Enable user to upload and register all employee to the Smart Pass at once

SOTI Certified (in order to activate, SOTI license required and cost will be separately charged)
                  Remotely view and control Smart Pass
                  Choose, distribute and install Apps on Smart Pass remotely
                  Secure data remotely inside Smart Pass 

Height Adjustable Floor Stand (available from Q1 2021)
                  Save the transportation cost and reduce to approximately 50% 
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Movie Theaters
CGV는 마스크를 착용한 
얼굴을 인식하고열감지 
카메라로 체온을 측정해 
출입가능 여부를 판정하는 
‘스마트패스’를 전국115개
직영점에 도입했다고 밝혔다
(연합뉴스-2020.05.29)
 

Government Offices in Seoul
 

Academy and Education Institutes

VIPS  

Public Bus Subway Entrance   

Hotel

Coffee Shop/Cafe

AHA’s Smart Pass  has been selected by many customers
after very thorough tests and evaluation process comparing with  other competitor’s models. 
Those customers are from banks, government offices, libraries, auditorium, private academies, conference rooms, restaurants, 
religious facilities, schools, military, movie theaters, sports stadiums, and karaoke rooms, anywhere people get together and need to access

Church Airport Jeju Airport cafeteria

University 

 Library  

University

Church Banks 

 Fitness Center
X-banner

(600 X 1800) Karaoke Room



Desk Stand

The best choice to prevent from COVID-19 
is AHA Smart Pass (ASP-2000)

www.ahatouch.com
overseas@ahatouch.com

“Smart & Safe Access”
COVID-19, 

                        

Floor Stand
 

Height adjustable 
stand available 

in Q1, 2021

AHA, as a pioneer of innovative touch sensor technologies, 
is No. 1 Interactive Flat Panel Display provider in Korean 
educational technology market. 
And, AHA also initiated Health Care business starting with 
Smart Pass globally preparing other categories 
in the near future. 

FCC

MICCEFCC

GRANT OF EQUIPMENT
AUTHORIZATION

Certification
Issued Under the Authority of the

Federal Communications Commission
By:

Timco Engineering, Inc.
849 NW State Road 45
Newberry, FL 32669

Date of Grant: 10/09/2020

Application Dated: 10/09/2020
AHA INC CO.,LTD
67, Hwanggeum-ro 109beon-gil,Yangchon-eup
Gimpo-si, 10048
South Korea

Attention: Kibum Kim , Manager

NOT TRANSFERABLE
EQUIPMENT AUTHORIZATION is hereby issued to the named GRANTEE, and is
VALID ONLY for the equipment identified hereon for use under the Commission's
Rules and Regulations listed below.

FCC IDENTIFIER: 2AXQD-ASP-2000
Name of Grantee: AHA INC CO.,LTD
Equipment Class: Part 15 Class B Digital Device
Notes: Access Control System

Grant Notes FCC Rule Parts
Frequency

Range (MHZ)
Output
Watts

Frequency
Tolerance

Emission
Designator

CC 15B  - 

CC: This device is certified pursuant to two different Part 15 rules sections.

GRANT OF EQUIPMENT
AUTHORIZATION

Certification
Issued Under the Authority of the

Federal Communications Commission
By:

Timco Engineering, Inc.
849 NW State Road 45
Newberry, FL 32669

Date of Grant: 10/09/2020

Application Dated: 10/09/2020
AHA INC CO.,LTD
67, Hwanggeum-ro 109beon-gil,Yangchon-eup
Gimpo-si, 10048
South Korea

Attention: Kibum Kim , Manager

NOT TRANSFERABLE
EQUIPMENT AUTHORIZATION is hereby issued to the named GRANTEE, and is
VALID ONLY for the equipment identified hereon for use under the Commission's
Rules and Regulations listed below.

FCC IDENTIFIER: 2AXQD-ASP-2000
Name of Grantee: AHA INC CO.,LTD
Equipment Class: Digital Transmission System
Notes: Access Control System

Grant Notes FCC Rule Parts
Frequency

Range (MHZ)
Output
Watts

Frequency
Tolerance

Emission
Designator

CC  0.2142C51  -  2462.0 0.0126  

Output Power listed is the maximum conducted output power. The antenna(s) used for this
transmitter must be installed to provide a separation distance of at least 20 cm from all
persons and must not transmit simultaneously with any other antenna or transmitter, except
in accordance with FCC multi-transmitter product procedures. Users and installers must be
provided with antenna installation instructions and transmitter operating conditions for
satisfying RF exposure compliance.

CC: This device is certified pursuant to two different Part 15 rules sections.

Korean Medical Device


